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Single Family Green Building 
Standards For Rehabilitation Training

To join the conference call:

Dial:  1-888-481-3045   - Access Code: 39335617# 

• If you are having difficulty joining, please e-mail: 
michael.nguyen@state.mn.us

Thursday, December 17, 2009 9:15 AM – 11:30 AM CDT

-Welcome-
The presentation will begin at 9:30 AM CDT to allow for registrants 

to log into the system. When you join the presentation, you will
hear background music.  Please stay on the line.



Questions During Presentation
• We will batch online questions and 

answer them throughout the 
webinar

• A complete Q & A list will be posted 
to the Minnesota Housing website 
when training is completed

• All presentation materials from 
Minnesota Housing are posted on our 
website at www.mnhousing.gov
Lending Partners, Program 
Guidelines and Forms, Rehabilitation 
Loan Program Forms page



Today’s Speakers

• Minnesota Housing
» Jonathan Stanley
» Devon Pohlman
» Robert Russell

• Three Rivers Community 
Action, Inc.
» Jenny Larson

• Minnesota Department 
of Health
» Andrew Gilbert







Training Agenda

• Background

• Policy Overview

• Process Overview

• The Criteria in Detail

• Tools & Resources



Sustainability Policy
Minnesota Housing

• Adopted February, 2007

• Encourage sustainable, healthy housing
» Optimize use of cost effective, durable materials & systems
» Minimize consumption of natural resources during 

construction/rehab & maintenance and operation

• Encourage use of renewable energy & resources
» Minimize damages and impact to the environment
» Maximize use of natural amenities of the development site
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Selecting a Green Standard
• Choosing a system that matches Minnesota climate 

• Selecting a system that reflects the diversity of 
scale & locations of Minnesota Housing projects

• Variety of green building programs
» LEED 
» Energy Star
» Minnesota GreenStar (MN-specific)
» Enterprise Green Communities
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Opportunity & Match

• Enterprise Green Communities 
» National Green Communities 

Criteria
» Developed through Enterprise 

Community Partners
» Specific to the affordable 

housing sector
» Basis for Minnesota Green 

Communities partnership

www.greencommunitiesonline.org
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National Green Communities
• For Single Family & Multifamily

• New construction & rehabilitation

• Has mandatory and optional requirements with 
points-based system

• Minnesota Housing adopted ONLY the mandatory 
criteria

• Updated & reviewed by MN Green Communities & 
Minnesota Housing
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Green Communities
Areas of Focus

1.   Integrated design plan

2. Location and neighborhood 
fabric

3. Site improvements

4. Water conservation

5. Energy efficiency

6. Materials beneficial to the 
environment

7. Healthy living environment

8. Operations & Maintenance
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Minnesota Green Communities
• Collaboration of Greater Minnesota Housing 

Fund, Family Housing Fund, & Enterprise

• Consults with Minnesota Housing in 
development of the Minnesota Overlay

• Hosts trainings and conferences, & provides 
technical assistance

www.mngreencommunities.org
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Minnesota Overlay

• Minnesota Housing-specific

• Supplements national 
criteria

• Provides greater flexibility

• Many criteria only need 
addressing if the 
rehabilitation “touches” the 
item in question
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Minnesota Housing and 
Green Communities

• Applies to the following 
programs & activities:
» CRV New Construction & 

Acquisition /Rehab /Resale
» Rehabilitation Loan Program
» Numerous Multifamily 

programs 
» NSP (policy is modified under 

this program)
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Additional Program-Specific 
Compliance Requirements

• State building code and local ordinances
» Community Revitalization Fund
▪ Housing Quality Standards

» Rehabilitation Loan Program
▪ Minnesota Housing Single-Family Rehabilitation 

Standard
▪ 24 CFR Part 35 when applicable
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Process Overview
• Intended Methods form

• Waiver policy and 
process

• Project close-out and 
evaluation
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Intended Methods Form
• Functions as a green 

development planning tool

• Used to document intent to 
comply on front end & to 
document compliance after 
rehab

• For both programs, sign 
Section 9 upfront & Section 
11 at completion of 
construction
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Intended Methods Form
Submission to Minnesota Housing

• One form required
» For Rehab--submit at 

Commitment
» For CRV--submit at RFP 

application

• Funding availability and 
disbursement
» CRV disbursement available 

after receipt of approved form
» Rehab Loan Program 

commitment available
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Intended Methods
Reference Sheet
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• Quick reference for SF 
Rehab items

• Always mandatory 
items in yellow

• Items mandatory if 
touched in blue

• Available on the web



Intended Methods
Response Examples

• Acceptable: Will comply with 4.1a by specifying and 
installing 1.3 gpm toilet in both bathrooms & 2.0 
gpm kitchen aerator.  Other water fixtures not being 
replaced per Scope of Work.

• Unacceptable: Will comply with green criteria.

• Acceptable: Not applicable.  All water fixtures are in 
sound working order & do not need replacement.

• Unacceptable: N/A
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Waiver Policy
• Waivers should be exception, not rule

• Demonstrable tangible hardship or inadvisable 

• Potential reasons:
» Demonstrated unavailability of product or required 

professional
» Demonstrated reason why compliance 

impractical/impossible
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Waiver Process
• Include waiver request in the Intended 

Methods form

• If unforeseen, submit waiver request in writing 
to Minnesota Housing program staff

Background Policy Overview    Process Overview Criteria in Detail   Resources



Project Close-Out & Evaluation

• Actual scope of work completed as indicated 
on the Intended Methods form

• Certification of compliance (Sect. 11)
» Signed by Lender/Developer and Contractor

• Required
» Rehab – with Final Docs
» CRV – at unit close-out
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Project Close-Out & Evaluation

• Evaluation framework under development

• Effectiveness of green rehabilitation policy 
» Energy efficiency
» Healthy homes

• Key evaluative data points may be required at 
the project-level

• Target implementation date
» Spring 2010
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Q & A
• We will take time here to answer a few 

questions.



• Always mandatory

• Requires gathering of development team, 
meetings, minutes, site plans, etc. 

• Not considered practical for SF projects

Overlay
• Satisfied by Intended Method of Satisfying 

Green Communities Criteria Form/Worksheet
» Reusable template from project to project
» Provides checklist to verify compliance

1.1 Green Development Plan
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• Always mandatory

• No site map mandated if project does not 
encompass a subdivision

Overlay

• Construction of sidewalks/pathways waived 
for SF rehab activities

Note: Repair of walkways/sidewalks an eligible 
activity if in substandard condition

2.3 Walkable Neighborhoods

Background Policy Overview    Process Overview   Criteria in Detail Resources



3.1 Environmental Remediation
• Conduct a Phase 1 to determine whether 

hazardous materials are onsite

Overlay

Phase 1 ONLY required if:

• Unit is not connected to either a city water 
supply or an existing active well

• If digging a new well Phase 1 is required

Background Policy Overview    Process Overview   Criteria in Detail Resources



3.2 Erosion & Sedimentation Control

• Implement EPA’s Best Management Practices 
for Erosion & Sedimentation Control

• No Overlay

• Will only apply in rehab when there is 
significant work involving backfilling, grading, 
or other disturbances of soil

http://www.epa.gov/npdes/pubs/chap03_conguide.pdf
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3.3 Landscaping
• Mandatory if providing 

landscaping

• Commit to providing a 
tree/plant list certified by  
the landscape architect        
or architect

• New trees plants at least   
50% native, 100% site &     
soil appropriate, & 100%         
non-invasive

Background Policy Overview    Process Overview   Criteria in Detail Resources



3.3 Landscaping

Overlay

• Architect or landscape architect certification 
not required

• Create in accordance with resources such as:
www.extension.umn.edu/distribution/naturalresources/

DD0486.html

files.dnr.state.mn.us/assistance/backyard/gardens/nati
ve_plant/nativelandscaping.pdf
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4.1b Water-Conserving 
Appliances & Fixtures

• Mandatory if enacted upon

• Specify fixtures at or below
the gallons per minute 
(gpm) stated in the criteria

Overlay

• If fixtures are leaky, 
defective, or scheduled for 
replacement, specify low-
flow fixtures
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4.2 Efficient Irrigation
• Mandatory if irrigation is 

necessary 

• Must be designed by EPA Water 
Sense certified or qualified 
landscape professional

Overlay

• Must be designed by professional 
as above or qualified sprinkler 
contractor
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5.1b Efficient Energy Use
• Always mandatory
• Identify architect/engineer/energy auditor
• Prepare energy efficiency improvements report with 

recommendations to achieve 15% reduction in 
energy performance

Overlay
• Create/implement energy efficiency improvement 

plan in accordance with technical guidelines of the 
Minnesota Weatherization Field Guide (Chap. 2.1.1)

http://www.state.mn.us/mn/externalDocs/Commerce/070704030802_Mi
nnesota%20WFG.pdf
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• Requires compliant energy audit including 
info collection, dwelling evaluation, & 
dwelling strategy

• Initial blower door test

• Implement list of cost effective improvements 
(Savings to Investment Ratio)

• Post-inspection and blower door test 
performed

• If replacing heating, cooling, ventilation or hot 
water, install Energy Star rated mechanical 
systems

5.1b Efficient Energy Use (cont.)
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5.1b Efficient Energy Use (cont.)

• To find an auditor:
» CAP agencies
» Local utilities
» Trained auditors: 

www.dunwoody.edu/custom/energyaudit.html#
jobs

» HERS raters: www.mbpa.us
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5.1b Efficient Energy Use (cont.)
• Calculating the cost benefit analysis:

» Software – Savings to Investment Ratio (SIR)
▪ National: Weatherization Assistant  

(software), utilizes the National Energy 
Audit Tool (NEAT), and Manufactured Home 
Energy Audit (MHEA)

▪ Minnesota Weatherization software will be 
available to non-CAP agencies
► Survey questions

» Manual
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5.1b Efficient Energy Use (cont.)

• For RLP, if client has received Weatherization 
within past 5 years, will go through Wx prior to 
Minnesota Housing rehab, or is scheduled to 
receive Wx at a future date certain, this 
requirement is met
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Jenny Larson
Community Development Director

Three Rivers Community Action, Inc



Energy Efficient Rehab
Step 1:  Test the Efficiency of the Home
• HERS Rating

• Energy Audit -
Weatherization Program 
Standards

• Provides documentation of 
areas of greatest need
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• Use report to budget and 
prioritize improvements

• Focus on high impact 
improvements

• Energy Star lighting & appliances

• Common Improvements:
» Insulation
» Sealing and caulking
» Heating systems
» Windows (repair or replace)
» Appliances

Background Policy Overview    Process Overview   Criteria in Detail Resources

Energy Efficient Rehab
Step 2: Develop Scope of Work



• Hire experienced contractors

• Utilize relationships with Weatherization staff 
and contractors

• Post-construction test to keep contractors 
accountable

• Control ventilation in newly tightened homes

• Use energy improvements to market the home
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Energy Efficient Rehab
Step 3: Perform Work and Re-test



5.2 Energy Star Appliances

• Mandatory if providing appliances

Overlay

• If providing any hardwired appliances, always 
specify Energy Star if Energy Star-labeled 
model is available
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5.3a Efficient Lighting
Interior

• Mandatory if light fixtures are in 
need or repair, are unsafe or 
inefficient, or otherwise 
scheduled for replacement

• Install the Energy Star Advanced 
Lighting Package (intended for 
new construction)

• Install CFLs if reusing existing 
fixtures

• If installing new, use Energy Star-
labeled
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5.3b Efficient Lighting
Exterior

• Mandatory if exterior light fixtures are added or 
replaced

• Fixture must feature daylight sensors or timers

• Applies to all outdoor lighting attached to the 
home, including front and rear porch lights

• Recommended upgrade even if light fixtures 
not schedule for replacement
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5.4 Electricity Meter

• Mandatory if an 
electricity meter is to be 
installed or replaced

• Must be individual or sub-
metered electric meters
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Q & A

• We will take time here to answer a few 
questions.



7.1 Low/No VOC Paints & Primers

• Mandatory if paints or 
primers are to be used

• Specify that all paints and 
primers comply with 
current Green Seal 
standards for VOCs

• Green Seal website has a 
‘find a product’ feature

http://www.greenseal.org/certification/standards/gs11paintscoatings.cfm
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7.2 Low/No VOC Adhesives 
and Sealants
• Mandatory if using adhesives or sealants
• Specify they comply with South Coast Air Quality 

Management District Rule 1168 (see pages 10-12 
of PDF document below)

Overlay
• Waived if use of such adhesive or sealant will 

invalidate the warranty of an associated product

http://www.aqmd.gov/rules/reg/reg11/r1168.pdf
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7.3 Urea Formaldehyde-Free 
Composite Wood
• Particleboard & medium-density fiberboard must be 

compliant with The American National Standard for 
Particleboard, ANSI A208.1 

• Limit of .30 parts per million (ppm) for industrial 
particleboard, .20 ppm in particleboard flooring, & .30 
ppm for MDF

• Easiest compliance is to specify urea formaldehyde-free

• If using composite wood that is not ANSI-compliant, all 
exposed edges & sides must be sealed with low-VOC 
sealants

http://www.fpl.fs.fed.us/documnts/fplgtr/fplgtr53.pdf

http://www.pbmdf.com/index.asp?bid=1142
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7.4 Green Label Certified 
Floor Coverings

• Use non-carpet alternatives below grade, in entries, 
laundry rooms, bathrooms, kitchens, and utility rooms 
(use smooth & resilient flooring that tolerates 
moisture)

• Consider non-carpet alternatives throughout the home

• If carpeting, use low VOC carpet, padding, & adhesives 
certified by Carpet & Rug Institute’s Green Label 
Program (all major manufacturers—Shaw, Mohawk, 
etc. make carpet meeting this criteria)

http://www.carpet-rug.org/commercial-customers/green-building-and-the-
environment/green-label-plus/ (see product search feature at right)
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7.5a Exhaust Fans
Bathroom

• If installing or replacing an exhaust fan, specify 
that it is Energy Star-labeled

• Continuous operation, or connected to a light 
switch and featuring a humidistat or timer

Overlay

• Can just be connected in on/off fashion to light 
switch, though continuous, humidistat or timer 
are preferred

http://www.energystar.gov/index.cfm?c=vent_fans.pr_vent_fans
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• If installing or replacing a kitchen exhaust fan, 
specify power vented fan or range hood

• Consider Energy Star-qualified fans, timers, or 
humidistat

Overlay

• Kitchen fan may be non-ducted only if it is 
infeasible to install duct and there is a 
continuous operation bathroom fan

http://www.energystar.gov/index.cfm?c=vent_fans.pr_vent_fans

Background Policy Overview    Process Overview   Criteria in Detail Resources

7.5b Exhaust Fans
Kitchen



7.6a Ventilation
• If installation of a ventilation system is needed, comply 

with ASHRAE 62.2

Overlay
• If ventilation system in compliance with MN Energy Code 

1322, criteria is met

• Bottom line: consider interaction between energy 
efficiency improvements & exhaust & ventilation.  If 
making adjustments to ventilation system, work must be 
code compliant and verified by inspector as such

http://www.dli.mn.gov/ccld/pdf/sbc_1322.pdf
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7.7 HVAC Sizing

• If installing new heating or cooling equipment, 
ensure that the contractor “right size” it in 
accordance with ACCA Manual Parts J (load 
calculation) & S (equipment selection)

• Or, use ASHRAE handbooks or equivalent software

http://www.energy.ca.gov/efficiency/qualityhomes/procedures.html
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7.8 Water Heaters
Mold Prevention

• If water heater needs to be replaced, specify 
tankless hot water heater

• If not tankless, install conventional heater in 
room with non-water sensitive floor and drain 
or catch pan piped to exterior 

• Drain pans should be corrosion resistant and 
sloped, and condensate lines should be drained 
to drainage system not deposited under slab
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• Smooth, durable, & cleanable

• Avoid mold-propagating materials such as vinyl 
wallpaper or unsealed grout

7.9a Materials in Wet Areas
Surfaces
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7.9b Materials in Wet Areas
Tub & Shower

• Fiberglass enclosure or 
similar

• Use backing materials  
such as cement board,  
fiber cement board, or 
equivalent
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Andrew Gilbert

Indoor Air Unit, Environmental Health Division

Minnesota Department of Health

Radon: Health Risks and 
What You Can Do



• Radon decays into radioactive 
alpha particles

• These particles are inhaled and 
deposited in the lungs

• Irradiate lungs

• Causing physical and chemical 
damage to DNA, increasing the 
potential for cancer

Radon is a Lung Cancer 
Causing Gas
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Health Effects Of Radon

• Second leading cause 
of  lung cancer in the 
United States 
» Estimated to cause 

21,000 deaths 
annually*

» Second only to 
smoking

• Leading cause of lung 
cancer for non-
smokers
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Lung Cancer in Minnesota

• Lung and bronchus cancer is the second most 
commonly diagnosed cancer in Minnesota

• Leading cause of cancer death
• Each year, 2,700 cases diagnosed in MN and 

2,230 deaths occur
• About 90 percent of cases are diagnosed 

between 50 and 85 years of age

• * Cancer in Minnesota, 1988-2002, Minnesota 
Department of Health, MN Cancer Surveillance 
System
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What Level of Radon is 
Considered Safe?

• There is no known safe level of radon

• EPA recommends that all homes with radon 
levels of 4 pCi/L or more be mitigated
» Not a health based standard
» Based on mitigation technology
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Radon in the United States
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Many Minnesota homes have 
high levels of radon
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How Are Radon Levels Measured?
• picoCuries/liter of air (pCi/L)

» A pCi/L is equal to 2.22 radioactive disintegrations 
per minute per liter of air 

• EPA’s Action Level is 4.0 pCi/L
» There is no safe level of radon
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Chances Of Developing Cancer 
Due To Radon Depend On:

• The levels of radon in the home

• The amount of time spent in the home

• Whether or not a person is, or ever was a 
smoker

Background Policy Overview    Process Overview   Criteria in Detail Resources



Contributions To Indoor
Radon Levels

• Pressure driven soil gas 
» 85-90%

• Emanation from building 
materials 
» 2-5%

• Diffusion from soil 
» 1-4%

• Tap water 
» <1%

Pressure Emanation

Diffusion Tap water
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The Predominant Driving Force 
is Building Induced Soil Suction

• Buildings create 
vacuums that draw 
in soil gas.

• These vacuums 
may be very small 
and are referred to 
as air pressure 
differentials.
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How Does Radon Get 
Into Your Home?
• Cracks in concrete slabs

• Spaces behind brick veneer 
walls that rest on 
uncapped hollow-block 
foundations

• Pores and cracks in 
concrete blocks

• Floor-wall joints (cold 
joints)

• Exposed soil, as in a sump 
or crawl space
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How Does Radon Get 
Into Your Home?
• Weeping (drain) tile, if 

drained to an open sump

• Mortar joints

• Loose fitting pipe 
penetrations

• Open tops of block walls

• Building materials, such as 
brick, concrete, rock

• Well water (not commonly 
a major source in 
Minnesota homes)
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Testing For Radon

• Every home should be tested

• It’s easy
» Takes no special skills 
» Only takes a couple of minutes of your time

• It’s inexpensive
» Most radon detector kits cost under $20
▪ Contact local city or county health departments 

for discounted test kits
▪ Or order from www.mn.radon.com
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Where Should A Test Be 
Conducted?
• On the lowest “lived-in level”
• NOT in kitchens or bathrooms

» high humidity

• Away from drafts and high heat 
» appliances
» fireplaces
» direct sunlight

• At least 3 feet (90 cm) from windows and doors
• At least 1 foot (30 cm) from exterior walls
• At least 20 inches (50 cm) off the floor 
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What To Do If You Test 
And Get A High Result

• Retest to confirm the results
» in the same location as the first test (or with simultaneous testing)

• Mitigate the home if the retest confirms high levels 
of radon (above 4 pCi/L)

• Contact a National Environmental Health Association 
(NEHA) or National Radon Safety Board (NRSB) listed 
Radon Contractor (Mitigation Professional)

• MDH has a list of Minnesota Radon Mitigation 
Service Providers

http://www.health.state.mn.us/divs/eh/indoorair/radon/mitigation.html
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Major Entry Points and Fixes

Un-Sealed Sump Basket
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Foundation Cold Joint



How Do You Mitigate? 
(Depressurization)

• Ventilate
» Sub-Slab Depressurization
» Drain Tile Depressurization
» Sump Pit Depressurization
» Contact a NEHA or NRSB certified radon contractor
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Sub-slab Depressurization

• Pipes are inserted 
through the 
basement floor

• The pipe is run 
through the roof
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Drain Tile Depressurization

• A PVC pipe is hooked up 
to an existing drain tile 
under the foundation of 
the home.
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Sump Pit Depressurization

• A PVC pipe is installed 
into the sump basket
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Fan (active Vs. passive)
The fan draws soil gases The fan draws soil gases 
into the pipe and vents into the pipe and vents 
them to the outdoor airthem to the outdoor air



Post-mitigation Procedures

• After you mitigate, test the home to determine 
if the mitigation is working (24 hours to 30 
days after mitigation)

• Homeowners should retest home once every 2 
years or so

• If you do any remodeling, or change how the 
house operates, you should retest after the 
alteration of the building
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Radon Information
• Local Health Department - Contacts:

http://www.health.state.mn.us/radon

• American Lung Association

www.alamn.org

• Air Chek Radon Labs

www.mn.radon.com or 800-247-2435
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Contacts For More Information
• Andrew Gilbert

• MDH - Indoor Air Unit    www.health.state.mn.us

PO Box 64975

St. Paul, MN  55164-0975

Andrew.Gilbert@state.mn.us

651-201-4604

• U.S. Environmental Protection Agency
» http://www.epa.gov/radon/
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7.10b Basements/Concrete Slab
Radon

• Covers 7.10a (vapor barrier)

• Radon testing required

• If radon higher than 4 pCi/l, must install active 
mitigation features and conduct a post-test

• Find service provider & more information on 
Minnesota Department of Health website:

http://www.health.state.mn.us/divs/eh/indoorair/radon/index.html
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• For RLP, can access additional $2,001 (to 
statutory limit of $27,000) if standard loan 
amount used & radon issue exists

• Over 30 pCi/l can be handled under ELP

7.10b Radon (cont.)
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Q & A

• We will take time here to answer a few 
questions.



7.11 Water Drainage

• If water drainage mitigation is needed:
» Drain to the lowest level of concrete away from 

windows, walls and foundation using techniques 
identified in the National Green Communities 
Criteria
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7.12 Garage Isolation

• Must comply with 2006 legislative CO 
requirements

• CO detector must be placed within 10 feet of 
all rooms used as sleeping quarters

• Can be hardwired, plugged into electrical 
outlet, or battery operated & installed on wall

• Good practice to place one near door when 
there is an attached garage
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7.13 Clothes Dryer Exhaust

• If working with a dryer vent, 
specify rigid type & exhaust to 
outdoors

• If non-rigid exhaust vent in 
place, it is still recommended 
for replacement
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7.14 Integrated Pest Management

• Seal accessible wall, 
floor, & joint 
penetrations

• Use low-VOC caulk

• Install rodent & 
corrosion-free screens 
for any large openings
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7.15 Lead-Safe Work Practices

• Lead safe work practices
» Rehab Loan Program: fully follow 24 CFR part 35 
» CRV: comply with Agency lead policy
▪ modified 24 CFR part 35 to exclude abatement 

(highest treatment level is interim controls)
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7.18 Combustion Equipment

• Specify power vented or combustion sealed 
equipment

• Ensure CO detection is in compliance with MN 
2006 legislative requirements
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8.2 Occupant’s Manual
• Satisfies criterion 8.1

• Explains green 
features of the home

• Encourages energy 
and resource efficient 
behavior by 
inhabitants
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8.3 Homeowner and Resident 
Orientation

• Provide a homeowner 
orientation to review:
» Green features
» Operations and maintenance
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Tools & Resources

• Review National Green Communities Criteria 
and the MN Overlay

• Review reference materials

• Update specs with mandatory green 
requirements and additional green elements

• Complete Intended Methods form
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Tools & References
• MN Green Communities

» www.mngreencommunities.org

• Center for Sustainable Building Research
» www.csbr.umn.edu

• Green specs (specific to MN Green Communities)
» www.mngreencommunities.org/publications/download/Sp

ecifications-for-Housing-Rehabilitation.doc

• Enterprise Green Communities
» www.greencommunitiesonline.org
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Q & A

• We will take time here to answer a few 
questions.



For More Information Contact

651-296-7608  *  800-657-3769  *  TTY 651-297-2361  *  www.mnhousing.gov

Rehab Loan Program
• Rowena Beck - 651.297.3128 or rowena.beck@state.mn.us
• Robert Russell - 651.296.9804 or robert.russell@state.mn.us
• Jonathan Stanley - 651.297.3656 or jonathan.a.stanley@state.mn.us

CRV
• Terry Hanna - 651.296.9567 or  terry.hanna@state.mn.us
• Nancy Slattsveen - 651.296.7994 or nancy.slattsveen@state.mn.us
• Devon Pohlman - 651.296.8255 or devon.pohlman@state.mn.us
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